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Applications

The MSTRP-5050 PJM RFID Tunnel Reader is SATO’s 

flagship reader capable of reading and encoding any 

number of closely stacked items at high speed in any 

orientation.

Managing the shipping and receiving of orthopedic implant

loaner kits, blood bags, specimen samples, or test tubes in

cooler boxes and containers

Overseeing the transportation and logistics of both short- and

long-term loan or consignment inventory.

MSTRP-5050
Tunnel Reader
Product number: 

WPRT50500 (w/o AC Adapter)

WPRT50501 (with AC adapter)

Features
• Extremely high speed

Staff can work at natural comfortable pace.

• 600 tags per second Industries 

highest identification rates of up to 600 tags 

per second.

• 100% data accuracy*
PJM’s 32-bit CRC mechanism ensures 100% 

accuracy of the data.

• Stackability
Encode any number of closely stacked items 

at high speed.

• 3D RFID field
True 3D reading field means items can 

be presented in any orientation.

• Controlled read field
Only items inside the Tunnel Reader will 

be identified or encoded so no special 

shielding is required between readers.

• Robust design
Suitable for any environment from 

warehousing to high-speed conveyor 

fed systems, yet sophisticated enough 

to be placed in hospital departments.

• Multiple interfaces
Supports USB & Ethernet.

*The photo above shows the product image with the
optional conveyor installed.

*Readability in specific environments may vary. The 100% accuracy refers to
the data on the tag, not a guarantee of reading the data in all situations.
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General

Read and write operations Yes

No manual calibration needed Yes

Automatic tuning Yes

Multiple readers can be placed in close 
proximity 

Yes

Readers are safe to use in medical 
installations

Yes

Certifications

Option

Conveyor

Dimensions (mm)

With optional conveyor
*The photo below shows the product image with the optional conveyor installed.
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All information in this leaflet is accurate as of July 2025. 

Product specifications are subject to change without notice.

Any unauthorized reproduction of the contents of this leaflet, in part or whole, is strictly prohibited.

Windows is a registered trademark of Microsoft Corporation.

All software, product or company names are trademarks or registered trademarks of their respective owners.

Electrical

Operating frequency 13.56 MHz

ISO/IEC compliance 18000-3 Mode 2

Command data rate 424 kbit/s

Reply data rate per channel 106 kbit/s

Number of PJM reply channels 8

Number of axes 3

Operating range Internal Volume

Antenna cable length N/A

Dedicated I/O N/A

Power supply 15VDC

DC Power supply connector 2.5 mm DC centre pin positive

Mains input 110 - 240 VAC @ 50/60 Hz

Mains connector IEC 320/C14

Power consumption 75W

Performance

RFID field produced 3D

Identification rate (tags/sec) Up to 600 tags/s

Identify & read 96-bit data Up to 250 tags/s

Identify, write & read back 96 bits of 

data
Up to 50 tags/s

Host

Host interface
USB and Ethernet (Shielded CAT 5 or 

better)

Host computer
Windows 7 minimum. Windows 10 

onward recommended.

Environmental

Operating environment Indoor use

Temperature range 10°C to +45°C

Humidity (non- condensing) 10% to 80% 

Mechanical

External dimensions (L x W x H) 1010 x 613 x 704.5 mm

Internal aperture 500 x 500 mm

Net weight 120 kg

Net volume 0.44 m³

Shipping dimensions (L x W x H) 1150 x 770 x 1080 mm

Shipping weight 180 kg

Shipping volume 0.96 m³

Please contact your nearest SATO sales representative 

regarding certifications for your region/country.
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*1 The communication range provided above is based on actual measurements taken at our facilities using our 
equipment (stationary type, 1W equipment) and is not a guarantee of actual performance.

① RFID products contain sensitive semiconductor chips that may cause their read performance to vary

substantially depending on the environment where they are used.

② Field testing for RFID solutions is required in the customer's actual operating environment prior to

implementation.

③ As RFID solutions are built based on field testing, any subsequent changes to tagging positions and other

conditions may affect their intended performance
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